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(57) Abstract: The invention relates to a thread feeding 
device which is provided with a motor^driven feedwheel, 
whereby the rotational position of the feedwheel is detected 
by a high precision angle transmitter. Said angle transmitter 
has a resolution that is greater than the diameter of the 
feedwheel measured in millimeters. Preferably, resolution is 
greater than the five times (preferably 5.24 times) the value 
of the diameter of the feedwheel. The thread is preferably 
wound around the feedwheel in a plurality of windings (three 
to twenty). 


(57) Zusammenfassung: Ein Fadenliefergenit ist mit einem 
motorgetriebenen Fadenlieferrad versehen, wobei die Drehpo- 
sition des Fadenlieferrads durch einen Winkelgeber mit hoher 
PrSzision erfasst wird. Der Winkelgeber hat zumindest eine 
Aufldsung, die groBer ist als der Durchmesser des Fadenlie- 
ferrads gemessen in Millimetem. Vorzugsweise ist die AuflS- 
sung grOBer als der flinffache (vorzugsweise der 5,24-fache) Wert des Durchmessers des Fadenlieferrads. Das Fadenlieferrad ist 
vorzugsweise von mehreren (drei bis zwanzig) Windungen umschlungen. 


AA... AMPLITUDE 
BB... ANGLE 


